
INTRUDER ALARMS
ABAX 2 Two way wireless system / Accessories

FPX-1 BR
FLOOD PROBE FOR THE XD–2, AXD–200, MXD–300 UNIVERSAL DETECTOR
The probe is to be connected to the XD–2, XD–2 BR, XD–2 DG, XD–2L, XD–2L BR, XD–2L DG, AXD–200, AXD–200 BR, AXD–200 DG, MXD–300 or
MXD–300 BR universal detector working as a flood detector. The 3 m long flexible cable makes the installation easy, even in hard–to–reach places.

cable length: 3 m
available in three color versions: white (FPX–1), brown (FPX–1 BR) and dark gray (FPX–1 DG)
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The actual appearance of the products may differ from the presented images.  Product descriptions are provided in the web service for information purposes only. www.satel.eu

http://demo.satel.pl/en/product/10251/XD–2/
http://demo.satel.pl/en/product/10411/XD–2L/
http://demo.satel.pl/en/product/10106/AXD–200/
http://demo.satel.pl/en/product/10244/MXD–300/
http://demo.satel.pl/en/product/10245/MXD–300–BR/
http://demo.satel.pl/en/product/10122/FPX–1/
http://demo.satel.pl/en/product/10124/FPX–1–DG/
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